
ASH GROVE CEMENT Y^EST, INC.

38O1 EAST MARGINAL WAY. SOUTH
SEATTLE. WA 98134

PLANT OFFICE (2O6) 623-5596

PRELIMINAK¥ 'SPECIFICATIONS FOR DEMOLITION (t**"lro*J

Consider the attached layout to be indicative of the areas we would like
to have demolished.. In addition to the information shown, please be aware
of the following items:

1. AshGrove igLU retain Symons 4 1/4' cone crusher, and
(«"*> 'TffSaeeS7-e«een to be "set on suitable cribbing in area marked "A".

I f A/
2. All concrete foundations and footings to be 1̂  below gradê eefea-

'

3. Ash Grove will supply 110 v / 15 amp power and fresh water.

4. Contractor to furnish own lunch, wash and sanitary facilities for
workcrew.

5. Contractor to furnish own tools, equipment, -mobile equipment, fuel
and supplies.

6. Contractor to legally dispose of all debris, equipment and waste
except as noted in 1 above.

7. Contractor will post performance bond of 30% of contract price.

8. All items not removed from worksite within 180 days from receipt of
order will become the property of Ash Grove, and the contract will be
considered to be in default, at which time and at the sole discretion
of Ash Grove, the work will be completed and the performance bond will

11 be forfeited.

9. Contractor is responsible for all permits and compliance with all
laws and regulations effecting the performance of the contract.
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10. Ash Grove will provide access to the site, for the contractor and
its agents, between the hours of 6:00 a.m. and 6:00 p.m., Monday
Friday. 7 • ->^

11. Ash Grove will disconnect and relocate all utilities that inter-
fere with the demolition. &>*rrs9K-ro4. /j

12. Ctontractor is solely responsible for the performance of subcontractors
engaged by the contractor.
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